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Features

o Wall flush mounting

PVC frame has magnets and conceals tile-to-tile gap
Metal plate for fixing of ceramic tiles
Magnet fixation of plate to frame allows proper
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adjustment to tile position
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Easy fixing of ceramic tiles to plate with glue
Suitable for use in humid areas
Easy mounting with spacing lugs
Easy maintenance

Overall dimensions and mounting

Dimensions [mm]

Model
B H B2 H2 B1 H1 L

RTF 150x150 156 156 145 145 153 153 30
RTF 150x200 156 206 145 195 153 203 30
RTF 150x250 156 256 145 245 153 253 30
RTF 150x300 156 306 145 295 153 303 30
RTF 200x200 206 206 195 195 203 203 30
RTF 200x250 206 256 195 245 203 253 30
RTF 200x300 206 306 195 295 203 303 30
RTF 200x350 206 356 195 345 203 353 30
RTF 200x400 206 406 195 395 203 403 30
RTF 200x450 206 456 195 445 203 453 30
RTF 200x500 206 506 195 495 203 503 30
RTF 250x250 256 256 245 245 253 253 30
RTF 250x300 256 306 245 295 253 303 30
RTF 250x350 256 356 245 345 253 353 30
RTF 250x400 256 406 245 395 253 403 30
RTF 300x300 306 306 295 295 303 303 30
RTF 300x350 306 356 295 345 303 353 30
RTF 300x400 306 406 295 395 303 403 30
RTF 300x450 306 456 295 445 303 453 30
RTF 300x500 306 506 295 495 303 503 30
RTF 400x400 406 406 395 395 403 403 30
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