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( MAINTENANCE )

A ATTENTION

Cut power supply to the fan off by turning the automatic electric switch QF to OFF position.
Take steps to prevent activation of the automatic switch prior to finishing maintenance.

Disconnect the fan from power mains prior to any operations related to v
servicing and repair works. Make sure the rotating parts have come to a full
stop.

The fan technical maintenance consists in the periodic cleaning of the
fan surfaces.

The impeller blades required thorough cleaning once in 6 months.

Cleaning procedure:

v’ cut off power supply to the fan;

B )

©

Avoid liquid dripping onthe motorand inside the electroniccompartment.
While cleaning the fan be careful not to displace the impeller counter
weights. After cleaning perform all the operations reverse.

( TROUBLESHOOTING )

Table 4. Error list and troubleshooting

Possible reason

Make sure of correct power supply, otherwise troubleshoot the

No power supply or connection error. .
P pply connection error.

The fan does not
operate.

Jammed motor, soiled impeller blades. Remove the motor jam, clean the impeller blades.

A i (14d)] L ) .
utomatic switc Short circuit in power grid. Turn the fan off and contact your seller for troubleshooting.

tripping.

The impeller is soiled. Clean the impeller.

Noise, vibration. The screw connection is loose. Tighten the fastening screws.

No flexible anti-vibration connectors are installed. Install the flexible anti-vibration connectors.
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( ACCEPTANCE CERTIFICATE )

Sound-insulated fan
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125
4E

Iso-K 160
4D

200

250

is recognizes as serviceable.

The product complies with the requirements according to the EU norms and directives, to the relevant EU-Low Voltage Equipment Directives, EU-Directives
on Electromagnetic Compatibility.

We hereby declare that the product complies with the essential protection requirements of Electromagnetic Council Directive 2004/108/EC, 89/336/EEC
and Low Voltage Directive 2006/95/EC, 73/23/EEC and CE-marking Directive 93/68/EEC on the approximation of the laws of the Member States relating to
electromagnetic compatibility.

This certificate is issued following test carried out on samples of the product referred to above.

Approval mark Manufacturing date

( CONNECTION CERTIFICATE )

Sound-insulated fan

150
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Iso-K 160
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is connected to power mains in compliance with this operation manual requirements by the professional:

Company:

Name:

Date Signature

( WARRANTY CARD )
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Iso-K 160
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250

SELLER

SALES DATE

REPRESENTATIVE IN EU

Blauberg Ventilatoren GmbH
Aidenbachstr. 52a,

D-81379 Miinchen,
Deutschland
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