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System Requirements

Windows XP (Service Pack 3 or later)
Windows Vista (Service Pack 1 or later)
Windows Vista (Service Pack 1 or later)
Windows Vista (Service Pack 1 or later)
Windows 7

Administrative privileges on your computer (please consult your system
administrator for details)



Physical connection to the device

Use usb cable (USB type A - USB type B) to connect the device to a PC (for device

with USB type B input port)

USB type B input port
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USB type A - USB type B cable

Use usb cable (USB type A - USB type A) to connect the device to a PC (for
device with USB type A input port)

USB type A input port

NS

USB type A - USB type A cable




Driver Installation

Latest drivers can be downloaded from: CP2102 driver

Note: the screenshots below were obtained in Windows 7; certain system prompts
may differ in other versions of Windows, but the overall procedure will be the
same.

1. Unpack CP210x_VCP_Windows.zip, and run
CP210xVCPInstaller_x64.exe (for 64-bit system) or
CP210xVCPInstaller_x86.exe (for 32-bit system):

b x04 20,01.2015 %:22

| XB6 20.01.2015 9:22
= cp2 10xVCPInstaller_x64.exe 12.04.2014 0:56
12,04.2014 0:56
] dpinst. xmi 12.04,2014 0:56
|| ReleaseMotes, txt 12.04,2014 0:56
|| SLAE_License_Agreement_VCP_Windows. bt 12.04.2014 0:56
= slabvep.cat 12.04.2014 0:56
#F | slabvep.inf 12.04.2014 0:58

2. Double click the selected file. If you are using Windows7 the following
windows appears. Select “Yes”.

' " Do you want to allow the following program from an
./

unknown publisher to make changes to this computer?

Program name:  CP210x_VCP_Win_XP_S2K3_Vista_7.exe

Publisher: Unknown
File origin: Hard drive on this computer
( \:’ ) Show details E Yes ; [ No

Change when these notifications appear



http://www.silabs.com/products/mcu/Pages/USBtoUARTBridgeVCPDrivers.aspx

3. The following window appears after a few moments. Select “Next”.
Silicon Laboratories CP210x VCP Dri :

or Windows XP/2003 Server/Vista/7 - Int.. B3

Welcome to the InstallShield Wizard for Silicon
Laboratories CP210x YCP Drivers for Windows
XP72003 Server/¥ista/7 v6.00

The InstallShield ‘Wizard will copy Silicon Laboratories
CP210x VCP Drivers for Windows XP/2003 ServerVista/7
v6.00 onto your computer. To continue, click Next.

4. Licence agreement window appears. Select “l accept the terms of licence
agreement” and click “Next”.

Silicon Laboratories CP210x VCP Drivers for Windows XP/2003 Server/Vista/7 - Inst.., (B0 I
Licenze Agreement _ i‘
Fleaze read the following license agreement carefully. it

EMD-USER LICEMSE AGREEMEMNT K
IMPORTAMNT: READ CAREFULLY
EEFORE AGREEIMG TO TERMS

SILICON LARORATORIES IMC., SILICOW LABORATORIES IMTERMNATIOMAL PTE.
LTD.. AWND THEIR AFFILIATES [COLLECTIVELY, "SILICOM LABS"] HAVE
DEVYELOPED CERTAIN MATERIALS (E.G.. DEVELOPMENT TOOLS, EXAMPLE CODE.
EMEBEDDABLE CODE. DLL:, SOFTWARE/COMPUTER PROGRAMS AND OTHER
THIRD P&RTY PROPRIETARY MATERIAL] ["LICEMNSED MATERIALS') THAT 10U
MY USE IM COMNJUMCTION WITH SILICON LABS' MCU PRODUCTS. AMY USE OF
THE LICENSED MATERIALS 15 SUBJECT TO THIS END-USER LICENSE

-
LASPEFLIFGT FHIRTHIFEFE LA s E A THE LS FR S EE LILTERIA L & Al STre

@ | accept the terms of the license agreement

(71 | do not accept the terms of the license agreement

| IriztallS higld

< Back ][ Hest = ][ Cancel ]




5. Choose the destination folder using “Browse...” if you need to change the
location of the installation in the Destination Location window that appears.
Silicon Laboratories CP210x VCP Drivers for Windows XP/2003 Server/Vista/7 - Inst.., (B9 I

Choose Destination Location | ‘

Select falder where setup will inztall files.

Setup will ingtall Silicon Labarataries CP2100 WP Drivers far Windows =P/2003
Serveriztad T wB.00 in the following folder.

Toinztall ta this folder, click Mest. Toinstall to a different folder, click Browsze and zelect
anather folder.

Destination Folder

o AMCUNCP2T Dxwindows_WP_S2K3 Vista_7

[nztallS higld

[ < Back ]E.........ﬂ..e”” i[ Cancel ]

6. A Ready to Install window appears next. Select “Install”.
Silicon Laboratories CP210x VCP Drivers for Windows XP/2003 Server/Vista/7 - Inst... Sedem|

Ready to Inztall the Program _ i‘

The wizard is ready to begin installation.

Click Inztall to begin the installation.

[f pou want to review or change any of your installation zettings, click Back. Click Cancel to exit
the wizard.

[niztalls hield

< Back ]I [igtall ][ Cancel




7. The foIIowmg Status window of installation appears Wait until it finishes.
e

Silicon Laboratories CP210x VCP Drivers for Windows XP/

Setup Status i “

The InstallShield Wizard iz instaling Silicon Labarataries CP210x YCP Drivers far Windaws
HPA2003 Serseridistaly v6.00

Inztalling

4. MCF49F404-9358-40 CF-8BE7-B 150 FEBOFE3a 1 55 etup.di

[nztallS higld

Cancel

8. The Installation Shield Complete window appears indicating successful
mstallatlon of the drlvers Select “Finish”,
. =

Vindows XP/2003 Server/Vista/7 - InstallShield ...

InstallShield Wizard Complete

The InstallShield Wizard has successfully copied the Silicon
Laboratories CP210x YCP Drivers for Windows XP/2003
Server/Vista/7 v6.00 to your hard drive. The driver installer
listed below should be executed in order to install drivers or
update an existing driver.

[V]iLaunch the CP210x VCP Driver Installer.;

Click Finish to complete the Silicon Laboratories CP210x VCP
Drivers for Windows XP/2003 Server/Vista/7 v6.00 setup.

< Back Cancel




9. The following wmdow appears for driver installation. Select “Install”.
: ies CP210x USB to UART Bridge Driver Installer )

) Silicon Laboratories
a) Silicon Laboratories CP210x USB to UART Bridge

Installation Location: Driver Version 6.0

l C:\Program Files\Silabs\MCU\CP210x\

Change Install Location...

10.A Installation Complete window appears later.

—— — -
Success g

I Installation completed successfully

4 — = J

11.Connect the device the following message is displayed if using Windows 7.

The installation of the device drivers starts automatically.

“IN Installing device driver software ™ *
Click here for status.

12.Confirming the COM port number.

Open the Device Manager and confirm the COM port number listed under

the PORTS (COM & LPT).
To open Device Manager

1. Right-click [My Computer], then click [Manage].

2. Click [Device Manager], in the left side of the [Computer Management]

window.
3. [Device Manager] will be displayed in the right side of the window.



File Action View Help

a= | T E HE 8 @ %S

>-% Hurnan Interface Devices -
b g IDE ATASATAPT controllers

b EB Keyboards

b --ﬂ Mice and other pointing devices

b -Bd Monitors

b -EF Network adapters i
. Wl Portable Devices

473" Ports (COM & LPT)

Pl ? Communications Port (COML)

m

. ."F Silicon Labs CP210x USE to UART Bridge (COM3)
> D Processors

b -& 5ound, video and game controllers

b M| Systern devices

> i Universal Serial Bus controllers - I

13.The COM port number assigned is different for different workstations. In
this example Silicon Labs CP210x USB to UART Bridge (COM3) is listed.
This means that COM3 is assigned for the connection with the transceiver.

Select this port number in the configurations for communication in the
software you are using.

Warning! Sometimes the system requires USB 2.0 Serial Port Driver. You can
download them at USB2.0Ser for your operating system.
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http://www.driverscape.com/download/usb2.0-ser!

Device Installation

a s wn e

Manager).

6. Double-click the category ""Ports (COM & LPT)" to display:
=RFE

= Device Manager

File Action View Help

e« T EIHE

First complete the USB Driver installation procedure above.

Disconnect the device from your PC, if applicable.

Connect the instrument to your PC and turn the power on.

Wait for any automatic system installation tasks to complete.

Open Device Manager (right-click [My] Computer > Manage > Device

| % 0B

s Et;‘—", Human Interface Devices
> IDE ATASATAPI controllers
2 Keyboards

s --ﬂ Mice and other pointing devices
. & Monitors

. ¥ Metwork adapters

> K| Portable Devices

475 Ports (COM & LPT)

P ? Communications Port (COMIL)

; ? ECP Printer Port (LPT1)

[ Silicon Labs CP210x USB to UART Bridge (COM3)

. ¥ Processors

- & Sound, video and game controllers

s - Systemn devices
s i Universal 5erial Bus controllers

m

7. Locate "Silicon Labs CP210x USB to UART Bridge' or a similarly
named device to verify successful installation.

This completes instrument installation.
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Driver Uninstallation

To uninstall any previously installed drivers, right-click on the device in Device
Manager and click Uninstall. You may need to do this not only for the COM Port,
but also a USB Composite Device.

1.

Right-click on the CP210x COM device in Device Manager and click
Uninstall (check "Delete the software driver for this device" when
prompted).

If present, you will also need to do this for a "Cygnal USB Composite
Device" or "CP210x USB Composite Device" under the Universal Serial
Bus Controllers category as shown.

To confirm that the USB driver is fully uninstalled, disconnect and
reconnect the device to your computer and make sure that the CP210x
device is now listed under.

If at this point a COM port is still assigned, you may also need to uninstall
the driver from Control Panel > Programs and Features and repeat the
procedure above.

Rebooting your computer immediately after uninstalling drivers may also
help, especially in Windows XP and earlier.
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Connect to the device

3. The program will find a connected device

WARNING: Remove the USB cable only after disconnect procedure!!
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Disconnection from the device

1. click Disconnect to Disconnection from the device

WARNING: Remove the USB cable only after disconnect procedure !!
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Update firmware

Warning! Before the update, follow the procedure to Connect to the device

Remove the USB cable only after disconnect procedure !!
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mk:@MSITStore:D:/Sergey/Cortex/STM32F100C4/NewFamilyControl/NewFamilyControl/Software/Terminal/Terminal.chm::/connect_to_the_device.htm

2. Click the Write to update firmware

3. When the update is finished
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Device Setup

Warning! Before the switch to Control Mode, follow the procedure to Connect to

the device
Remove the USB cable only after disconnect procedure !!

1. Click the Control Mode

=I5
Scii | BawRsef115200 ] Pot [COve 7] _Disconnect | CripReset |
mmMo‘ilwuw.l]«;l
Port: COM6 B re—r
BautRate: 115200
Conected! e |
Get command OK
Get ID OK
Chip: F1 Medium-density VL
Firmware version: 1.0
Read Mem OK
ChipBrase OK
NELTATIOGC o ale'a s s7elalsle aia e lnisle alale! /s s e alnl ols n e aintels a s atale o late i elale e a o el a ala o n s ot
Write from file OK
=l
I Serd | Clear Memo
S
Scii | BawRamef3i00 <~ Pot [COME  r] _ Disconnect | ChipResst |
Program Mode m"“d!IDml
i~ Inflow Oufiow 1  ArPaameters | [ CurtentStolus | |Firmware wersion: 1.0 ;l
S0 S1 S2 S3 SF SH ORpm S0 S1 S2 S3 SF SH ORpm | | TempOH Humkity ‘ﬁlm h Om
[ i Sl | Teemgr 2'C
: T_Of 3C
: Huradity: 0%
: | Humidty vt 60%
: Bypass: Close
= Volage: 000V
‘ Fosse IN: Open
[t 0ot
FiterTimedlaom
2160
= v Bypass
0% 40% 70% 100% 100% 100% 0% 40% 70% 100% 100% 100% 3C 80% | [ Invert Bypass |

Save Cordig | Open Conlig | Wi Condg |

I Send | Clear Memo

Inflow parameters

SO — speed standby, default 0%

S1 —first speed

S2 — second speed

S3 — third speed

SF — speed when an external sensor Forse IN is closed
SH —speed when humidity sensor is triggered

Rpm — real time current turbine speed

NooakowdPE
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mk:@MSITStore:D:/Sergey/Cortex/STM32F100C4/NewFamilyControl/NewFamilyControl/Software/Terminal/Terminal.chm::/connect_to_the_device.htm
mk:@MSITStore:D:/Sergey/Cortex/STM32F100C4/NewFamilyControl/NewFamilyControl/Software/Terminal/Terminal.chm::/connect_to_the_device.htm

Outflow parameters

8. SO — speed standby, default 0%

9. S1 —first speed

10.S2 — second speed

11.S3 — third speed

12.SF — speed when an external sensor Forse IN is closed
13.SH —speed when humidity sensor is triggered

14.Rpm — real time current turbine speed

Air Parameters

15. Temp Off — exhaust air temperature at which the supply fan is turned off to
protect the recuperator
16.Humidity — humidity level at which the fans are switched to speed SH

Current Status

17.Filter — current operating time air filter

18. 81 _ reset operating time air filter

19.Temp — current exhaust air temperature

20.T_Off — current air temperature at which the supply fan is turned off to protectthe recuperator
21.Humidity — current humidity level

22.Humidity Ivl — current humidity level at which the fans are switched to speed SH
23.Bypass — current bypass state (Close, Open, None)

24.Voltage — current input voltage, 0-10V

25.Forse IN — current input voltage state (Close, Open)

Hardware config

26.Filter Time Alarm — limit the operating time of the air filter
27.Bypass — enable/disable bypass
28.Invert Bypass — inverts the position of the bypass on the set from the control panel

Write Config — save settings to device memory
Open Config — open settings from file
Save Config — save settings to the file
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